ACTIVITY HAZARD ANALYSIS FOR FENCE INSTALLATION





Task Breakdown
Potential Hazards
                             Critical Safety Practices
Personal Protective Clothing and Equipment
Monitoring Devices

Fence Installation
Sharp Objects
· Wear cut resistant work gloves when the possibility of lacerations or other injury may be caused by sharp edges or objects 

· Maintain all hand and power tools in a safe condition 

· Keep guards in place during use
Leather gloves



Slips, Trips, Falls
· Clear walkways, work areas of equipment, tools, vegetation and debris 

· Mark, identify, or barricade other obstructions




Handling Heavy Objects
· Observe proper lifting techniques 

· Obey sensible lifting limits (60 lb. maximum per person manual lifting)

· Use mechanical lifting equipment (hand carts, trucks) to move large, awkward loads




Eye Injuries
· Wear face shield, goggles when operating powered clearing / grubbing equipment
Goggles and face shield/guard



High Noise Levels
· Use hearing protection when exposed to excessive noise levels (greater than 85 dBA over an 8-hour work period)

· Assess noise level with sound level meter if possibility exists that level may exceed 85dBA TWA

· Do not attempt verbal communication in high noise backgrounds
Ear plugs
Sound Level Meter


Overexertion
· Use the right tool for the task at hand

· Avoid actions/activities that produce overexertion




Horseplay
· Prohibit horseplay at all project sites

· Review rules about horseplay with subcontractor supervisors and workers

· Remind workers not to respond/participate in horseplay started by others



Fence Installation (continued)
Allergic Reaction

Allergic Reaction

(Continued)
· Review allergy hazards with work crew

· Identify workers with allergies 

· Review work assignments PPE upgrades

· Identify and review poisonous plants with workers

· Provide workers proper skin protection to prevent skin allergic reaction from exposure to hay, contaminated soil, plants, or other skin irritants
Hard hat, steel toed boots, safety glasses, and possible Tyvek coveralls to protect workers poisonous plants



Insect Stings
· Avoid hand mowing/clearing in dense brush areas, suspected Areas of stinging insects
Leather gloves, chaps



Contact with Poison

Ivy
· Identify workers who are known to contract poison Ivy

· Wear PPE and tape joints to keep poison ivy irritants/plant matter away from skin

· Use protective creams and wash with poison ivy

· preventing soaps when working in suspected exposure area




High/Low Ambient Temperature
· Monitor for Heat/Cold stress in accordance with IT Health and Safety Procedures # HS400, HS401

·   Provide fluids to prevent worker dehydration



EQUIPMENT REQUIRED
INSPECTION REQUIREMENTS
TRAINING REQUIREMENTS

· Shovels

· Hand tools

· Concrete mixer


·  Daily equipment inspections as per manufacturers requirements

·  Inspection of all emergency equipment (i.e. first aid kits, fire extinguishers)
·  Review AHA with all task personnel

·  Review operations/safety manuals for all equipment utilized

Activity Hazard Analysis has been reviewed and approved by: 

Site Supervisor: ___________________________
SSO:__________________________
Date: _________

