ACTIVITY HAZARD ANALYSIS FOR HOISTING AND RIGGING





Task Breakdown
Potential Hazards
                     Critical Safety Practices
Personal Protective Clothing and Equipment
Monitoring Devices

Hoisting and Rigging
Crane Operation Inspections
· Verify the cranes annual inspection and maintenance log

· Perform required daily crane inspections, of wire ropes sheaves, drums, rigging hardware and attachments

· Perform daily inspection of mechanical, hydraulic operations of crane and use inspection checklist found in IT Procedure HS 822




Pre-lift Meeting
· Hold mandatory pre-lift meeting and complete lift worksheet

· Determine if the lift is a critical lift

· Assign lift or critical lift supervisor and a signaler for the lift

· Calculate lift / load capacities using crane operations manuals and load capacity charts

· Review lift hand signals with operator, signaler, supervisor and work crew




Struck By/ Against Heavy Equipment

Struck By/ Against Heavy Equipment (Continued)
· Wear reflective warning vests when exposed to vehicular traffic 

· Isolate crane swing areas 

· Make eye contact with operators before approaching equipment 

· Prohibit all personnel from work activities in the blind swing areas of the crane 

· Test lift objects if center of gravity or similar critical factors are uncertain

· Never lift any object if weights are unknown

· Never stand under a suspended load
Warning vests, hard hat, safety glasses



Tag Lines
· Wear cut resistant work gloves when the possibility of lacerations or other injury may be caused by tag lines

· Prohibit looping / winding tag lines around hands or body

· Prohibit positioning, moving load using tag lines
Leather gloves



High Noise Levels


· Use hearing protection when exposed to excessive noise levels 

· Assess noise level with sound level meter if possibility exists that         

       level may exceed 85dBA TWA

· Do not attempt verbal communication in high noise backgrounds
Ear plugs
Sound Level Meter


Slips, Trips, Falls
· Clear walkways, work areas of equipment, vegetation, excavated material, tools, and debris

· Mark, identify, or barricade other obstructions



EQUIPMENT REQUIRED
INSPECTION REQUIREMENTS
TRAINING REQUIREMENTS

· Heavy Equipment

· Drill rig

· Hand tools

· LEL/O2 (potential)


·  Daily equipment inspections as per manufacturers requirements

·  Inspect all safety equipment (i.e. fire extinguishers, first aid kits and eye washes)
· Review AHA with all task 

      personnel

· Review operations/safety manuals for all equipment

· Review potential hazardous plants and insects/animals

Activity Hazard Analysis has been reviewed and approved by: 

Site Supervisor: ___________________________ 
SSO:____________________________
Date: __________
