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Task Breakdown�



Potential Hazards�



Hazard Control Measures�



Personal Protective Equipment�



Air Monitoring Devices�
�



Asbestos Removal �



Inhalation and Contact with Asbestos Containing Materials�



C	Provide workers proper skin, eye and respiratory protection based on the exposure hazards present


C	Review hazardous properties of site contaminants with workers before operations begin�



Tyvek coveralls, nitrile gloves, neoprene of latex boots, air purifying respirator,  depending on “action level” (see Section 5.0 HASP)�



Aerosol fiber monitor, Personal sampling pump�
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Handling Heavy Objects�



C	Observe proper lifting techniques 


C	Obey sensible lifting limits (60 lb per person for manual lifting)


C	Use mechanical lifting equipment (hand carts, trucks) to move large, awkward loads�
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Slips, Trips, Falls	�



C	Clear walkways, work areas of equipment, tools, excavated material, and other debris 


C	Mark, identify, or barricade other obstructions �
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Fires�



C	Test atmospheres with combustible gas meter when working around flammable materials 


C	Eliminate sources of ignition from the work area


C	Prohibit smoking in work areas 


C	Prohibit storage, transfer of flammable liquids in plastic containers


C	Provide ABC (or equivalent) fire extinguishers in all work areas


C	Post "NO SMOKING" signs


C	Store combustibles away from compressors, other fuel powered equipment�
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Sharp Objects�



C	Wear cut resistant work gloves when the possibility of lacerations or other injury may be caused by sharp edges or objects 


C	Maintain all hand and power tools in a safe condition 


C	Keep guards in place during use�



Wizard or similar cut resistant gloves�
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Electrical Shock�



C	De-energize or shut off utility lines at their source before work begins 


C	Use double insulated or properly grounded electric power-operated tools 


C	Maintain tools in a safe condition 


C	Provide an equipment-grounding conductor program or employ ground-fault circuit interrupters 


C	Use qualified electricians to hook up electrical circuits 


C	Inspect all extension cords daily for structural integrity, ground continuity, and damaged insulation 


C	Cover or elevate electric wire or flexible cord passing through work areas to protect from damage


C	Keep all plugs and receptacles out of water 


C	Use approved water-proof, weather-proof type if exposure to moisture is likely


C	Inspect all electrical power circuits prior to commencing work 


C	Follow lockout-tagout procedures in accordance with OHM Health and Safety Procedure # 6-4�
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High/Low Ambient Temperature�



C	Monitor for Heat/Cold stress in accordance with OHM Health and Safety Procedures # 3-4, 3-5


C	Provide fluids to prevent worker dehydration�



�



�
�



