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Task Breakdown�

Potential Hazards�

Hazard Control Measures�

Personal Protective Equipment�

Air Monitoring Devices��

Asphalt Paving�

Struck By/Against Heavy Equipment, Protruding Objects�

C	Use reflective warning vests when exposed to vehicular traffic 

C	Avoid equipment swing areas 

C	Make eye contact with operators before approaching equipment 

C	Barricade or enclose the work area 

C	Restrict entry to the work area to authorized personnel during paving activities

C	Understand and review hand signals�

Warning vests, Hard hat, goggles, Face shield, Steel-toe work boots�
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Handling Heavy Objects�

C	Observe proper lifting techniques 

C	Obey sensible lifting limits (60 lb. maximum per person manual lifting)

C	Use mechanical lifting equipment (hand carts, trucks) to move large, awkward loads�

�
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Burns�

C	Use proper work gloves, face shield/safety goggles, and clothing to protect workers from skin burns when paving with hot asphalt�

Leather gloves, reinforced palms, Safety goggles, face shield�
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Slips, Trips, Falls	�

C	Clear walkways, work areas of equipment, tools, debris, & other materials 

C	Mark, identify, or barricade other obstructions  �

�
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Inhalation and Contact with Hazardous Substances	�

C	Provide workers proper skin, eye and respiratory protection based on the exposure hazards present

C	Review hazardous properties of site contaminants with workers before operations begin�

Long sleeve, shirt or jacket, long pants, goggles and face shield (See Section 5.0 HASP)�
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Fires�

C	Eliminate sources of ignition from the work area

C	Prohibited smoking 

C	Provide ABC (or equivalent) fire extinguishers in all work areas, flammable storage areas, generator and compressor locations  

C	Store flammable liquids in well ventilated areas 

C	Prohibit storage, transfer of flammable liquids in plastic containers

C	Post "NO SMOKING" signs 

C	Store combustible materials away from flammables�
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High Ambient Temperature	�

C	Monitor for Heat/Cold stress in accordance with OHM Health and Safety Procedures # 3-4, 3-5

C	Provide fluids to prevent worker dehydration�
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Contact Dermatitis�

C	Wear PPE to avoid skin contact with contaminated soil, or other skin irritants�

Tyvek coveralls, duct tape bottom of coveralls to boots or latex boot covers�
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